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Industrial Access 

RENT  - SALE - LEASE - BUY BACK - TRADE IN - SERVICE & GENUINE SPARE PARTS 

MOBILE AERIAL WORKING PLATFORMS - FA¢ADE LIFTS - MOBILE TOWERS  

MINI CRANES - FORKLIFTS & TELEHANDLERS 

POWER GENERATORS - AIR COMPRESSORS - SELF PRIMING PUMPS 

WELDING GENERATORS - LIGHTING TOWERS  - FUEL TANKS 

HIGH PRESSURE POWER WASHERS 



VTrust 
VFlexibility 
VProfessional services 
VSafety  & Quality 
V400 access and lifting  equipments                           
available for rent  
VModern reliable equipments, latest tech-
nology available  
VService  on site 24/7 
VLargest network of warehouses 
V24/7 Call Center  +40788NACELA 
VISO 9001 OHSAS 18001 Certifications 

Why Industrial Access ? 

Electric Articulating Boom 
Lifts, white tyres 4x2  

Rough Terrain 4x4           
Articulating Boom Lifts  

Rough Terrain 4x4            
Telescopic Boom Lifts  

Electric Scissor 
Lift, white tyres 4x2 

Rough Terrain 4x4 
Scissor Lift 

Mobile  Vertical Mast Lift Trailer Mounted Boom 
Lifts 

Truck Mounted Boom 
Lifts 

Personnel  & Material Fa­adeðLifts, Plat-
forms, Hoists, Rubbish Chutes 

Aluminum Mobile 
Towers on Wheels 

Mini Cranes & Vacuum 
Accessories  

Rough Terrain 4x4x4 Telescopic 
Material Handlers 

Industrial & Rough Terrain 
4x4 Vertical Forklifts 



Electric 4x2 Articulating & Telescopic Boom Lifts  

Model 
       

E450A 15,72 m 230 Kg 1,52 x 0,76 m 30 % 5,82 x 1,75 x 1,99 m 5.940 Kg  

E450AJ 15,72 m 230 Kg 1,52 x 0,76 m 30 % 6,45 x 1,75 x 2,01 m 6.670 Kg  

HR17N(D)E*  17,20 m 225 Kg 1,50 x 0,70 m 25 % 6,50 x 1,50 x 2,10 m 7.200 Kg  

HR21DE ** 20,70 m 225 Kg 1,80 x 0,70 m 30 % 6,25 x 2,25 x 2,15 m 6.300 Kg  

*   Narrow Chassis  Bi Energy Battery & Diesel 
** Bi Energy Battery & Diesel 

          Electric articulating  
          & telescopic boom lifts 
are used in warehouses, factories and  shopping malls, as well 
as in outdoor locations. They are designed and engineered for 
reaching up and over machinery, equipment and other obsta-
cles mounted on floors and for reaching other elevated posi-
tions. All models are driveable at full elevation.    

Rough Terrain 4x4 Articulating Boom Lifts  

Model 
       

340 AJ 12,35 m 230 Kg 1,83 x 0,76m 45% 5,54 x 1,88 x 2,01 m 4.500 Kg  

450AJ SII 15,72 m 230 Kg 1,83 x 0,76m  45% 6,53 x 2,08 x 2,25 m 7.400 Kg  

510AJ 17,81 m 230 Kg 1,83 x 0,76m 45% 7,68 x 2,36 x 2,26 m 7.650 Kg  

600AJ 20,46 m 230 Kg 1,83 x 0,91m 45% 8,82 x 2,45 x 2,56 m 10.830 Kg  

HR21  20,70 m 225 Kg 1,80 x 0,70m 45% 6,25 x 2,25 x 2,15 m 6.350 Kg  

800AJ 26,46 m 230 Kg 1,83 x 0,91m 45% 11,12 x 2,43 x 3,00 m 15.600 kg  

1250AJP     
4x4x4 

40,30 m 230/450 Kg 2,44 x 0,91m 45% 11,46 x 2,49 x 3,05 m 21.000 Kg  

Z -135/70 
4x4x4 

43,15 m 272 Kg 2,44 x 0,91m 45% 12,93 x  2,46 x 3,07 m 20.366 Kg  
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Rough Terrain 4x4 Articulating Boom Lifts, with their 
up and  over configuration, are the most versatile boom 
lifts in the Industrial Access product range. Ideal for 
reaching up and over machinery, equipment, and  other 
obstacles mounted on floors and  for reaching other ele-
vated positions not easily approached by a straight boom 
lift. The machineôs turntable may be rotated 360 degrees 
in either  direction and the boom can be raised or lowered   
  from vertical to below horizontal, and  
  extended (telescoped) while the work   
  platform remains horizontal and 
  stable. All articulating models are 
  driveable at full elevation with some 
  models that and have narrow chassis 
  width to provide access in congested  
  work areas.   



Rough Terrain 4x4 Telescopic Boom Lifts 

Model 
       

460SJ 16,02 m 230 Kg 1,83 x 0,76m 45% 8,84 x 2,30 x 2,39 m 7.850 Kg  

660SJ 22,31 m 230 Kg 1,83 x 0,91m  45% 10,84 x 2,42 x 2,56 m 13.150 Kg  

860SJ 28,21 m 230 Kg 2,44 x 0,91m 45% 12,19 x 2,49 x 3,05 m 17.200 Kg  

S105 34,70 m 227 Kg 2,44 x 0,91m 40% 14,02 x 2,44 x 3,07 m 18.114 Kg  

1200SJP 
4x4x4 

38,73 m 230/450 Kg 2,44 x 0,91m 45% 10,64 x 2,49 x 3,05 m 18.500 kg  

1350SJP 
4x4x4 

43,30 m 230/450 Kg 2,44 x 0,91m 45% 11,86 x 2,49 x 3,05 m 20.400 Kg  

Rough Terrain 4x4 Telescopic Boom Lifts are 
especially useful for applications that require high 
reach capability. Working heights range between 
14 m up to 43 m with platform capacities of 
230Kgðthe Ultra Series offer dual rated capacity 
of 230Kg and  450Kg. As well as designed and 
manufactured with a strong and rigid boom to 
provide improved operator comfort. For greater 
manoeuvrability, gradeability and mobility. Indus-
trial Accessôs Rough Terrain 4x4 Telescopic Boom 
Lifts offer optional four wheel drive, oscillating 
axle, and four wheel steer. The  platform control 
layout is common across the range, making it 
easier for a trained operator to move from one 
machine to another without the need for further 
training; fully proportional drive and lift for a 
smoother ride; and the Control ADE (Advanced 
Design Electronics) System that provides im-
proved fuel economy and diagnostic capability to 
help reduce time spent on service and mainte-
nance. 

Electric 4x2 Scissor Lifts  

Model 
       

1930ES 7,72 m 230 Kg 2,77 x 0,76m 25% 1,87 x 0,76 x 1,96 m 1.550 Kg  

2030ES 8,10 m 360 Kg 3,20 x 0,76m  25% 2,30 x 0,76 x 2,20 m 2.065 Kg  

2630ES 9,77 m 230 Kg 3,20 x 0,76m 25% 2,30 x 0,76 x 2,33 m 2.200 Kg  

2646ES 9,92 m 450 Kg 3,77 x 1,12m 25% 2,50 x 1,17 x 2,36 m 2.600 Kg  

3246ES 11,68 m 320 Kg 3,77 x 1,12m 25% 2,50 x 1,17 x 2,36  m 2.870 Kg  

4069LE 14,19 m 360 Kg 3,83 x 1,65m 35% 3,07 x 1,75 x 2,83 m 5.300 Kg  

Industrial Access offer two ranges of electric scissor 
liftsðES Series and LE Series providing a versatile 
choice to suit all types of applications. Scissor lifts are 
used where less outreach, but more workspace and  
lifting capacity are required. They are designed to pro-
vide larger platform work areas to walk on and gener-
ally allow for heavier loads than boom lifts. Scissor lifts 
may be manouevred in a manner similar to boom lifts 
but the platform may be raised only vertically, except 
for a deck extension that provides some horizontal 
outreach and  additional working area.  All Industrial 
Access ES series electric scissor  lift models feature a  
super efficient direct electric drive system providing 
industry leading duty cycles and noticeably quieter. 
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Rough Terrain 4x4 Scissor Lifts 

Model 
       

260MRT 9,92 m 570 Kg 3,81 x 1,65m 45% 2,67 x 1,75 x  2,36 m 3.390 Kg  

GS3268RT 11,75 m 454 Kg 3,69 x 1,55m  45% 2,67 x 1,73 x 2,45 m 3.632 Kg  

3394RT 12,06 m 905 Kg 6,25 x 2,18m 40% 4,75 x 2,39 x  2,67 m 6.600 Kg  

4394RT 15,10 m 565 Kg 6,25 x 2,18m 45% 4,75 x 2,39 x 2,89 m 7.100 Kg  

500RTS 
4x4x4 

17,24 m 910 Kg 6,73 x 1,80m 45% 4,70 x 2,29 x 2,45 m 8.200 Kg  

GS5390RT 18,15 m 680 Kg 6,75 x 1,83m 45% 4,88 x 2,29 x 3,15 m 7.537 kg  

Mobile Vertical Mast Lifts 
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Industrial Accessô range of Rough 
Terrain4x4 Scissor Lifts are designed 
for use where less reach and height, 
but more workspace and lifting ca-
pacity, are required. The Rough Ter-
rain 4x4 Scissor Lifts provides a large 
platform work area and  allows for 
heavier and larger loadsðfor exam-
ple large sheets of wall cladding. 
Rough Terrain 4 x4 Scissor Lifts may 
be manoeuvred in a manner similar 
to boom lifts, but the platform may be 
raised only vertically, except for a 
deck extension that allows horizontal 
outreach.  Industrial Access offers 6 
Rough Terrain 4x4 Scissor Lifts mod-
els including the RT Series designed 
for optimal rough terrain performance 
and the 260 MRT a compact and 
extremely manoeuvrable diesel scis-
sor lift. 

Model 
       

1230ES 5,66 m 230 Kg 1,26 x 0,69m  25% 1,36 x 0,76 x 1,65 m 790 Kg  

Toucan 8E 8,15 m 200 Kg 0,90 x 0,85m 25% 2,09 x 0,90 x 1,99 m 2.120 Kg  

Toucan 10E 10,10 m 200 Kg 0,90 x 0,70m 25% 2,82 x 0,99 x 1,99 m 2.990 Kg  

Toucan 1010 10,10 m 200 Kg 0,70 x 0,90m 20% 2,89 x 0,99 x 1,99 m 2.650 Kg  

Toucan 1100 11,00 m 200 Kg 0,70 x 0,88m 10% 2,68 x 0,99 x 2,19 m 3.515 Kg  

For application where the lift is constantly on 
the move, Industrial Access has the answer in 
a mobile (driveable at full height) Mobile Verti-
cal Mast Lift with no outriggers. These lifts 
have a drive system that will keep you going 
throughout the day without the need to stop 
and recharge the  batteries.  



Trailer Mounted Boom Lifts 

Model 
       

N140 14,25 m 225 Kg 1,50 x 0,70m 6,40 m 6,75 x 1,60 x  2,00 m 1.400 Kg  

N170 17,10 m 200 Kg 1,10 x 0,65m  8,70 m 6,20 x 1,65 x 2,15 m 1.900 Kg  
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Truck Mounted Boom Lifts B Driving License  

Model 
       

GT18-12 17,80 m 200 Kg 1,50 x 0,70m 12,00 m 6,67 x 2,56 x  2,92 m 3.500 Kg  

EURO B 25  24,40 m 200 Kg 1,20 x 0,80m 11,00 m 8,05 x 2,18 x 3,10 m 3.500 Kg  

Industrial Accessô models of trailer mounted boom lift  have working heights ranging from 14m  to 
over 17 m. They can be towed easily from site to site and set up quickly using hydraulic outriggers. 
The trailer mounted boom lifts are built to be as light and compact as possible and offer an excellent 
working envelope for their size. Easy to use proportional controls make Industrial Accessô trailer 
mounted boom lifts simple to operate and features such as telescopic booms, fly-booms, platform 
rotation, traction drive and hydraulic outriggers all help to maximize their effectiveness. Power op-
tions available on trailer mounted boom lifts include battery and diesel 'Bi-Energy' (e.g. battery & 
diesel), combining the benefits of two power sources on the same machine. 



Personnel & Material Fa­ade-Lifts, Platforms 

Model 
      

GEDA AB650 150 m 650 Kg 1ð14 m x 0,73 400V/AC/50Hz Cable  

GEDA 500Z/ZP 150 m 500-850 Kg 1,60 x 1,14m  400V/AC/50Hz Mono Column  

GEDA 1500Z/ZP 150 m 1500-2000 Kg 2,90 x 1,65 m 400V/AC/50Hz Bi Column  
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Mobile Aluminum Towers 

Mini Cranes & Vacuum Accessories for Glass & Cladding 

Model 
     

Snappy 300 4,00 m 250 Kg 1,98 x 0,74m  44 Kg  

Span 300 / 6 8,00 m 300 Kg 2,50 x 1,30m 238 Kg  

Span 300 / 12 14,00 m 300 Kg 2,50 x 1,30m 411 Kg  

Model 
      

URW 295 8,80 m 2.9t x 1,4 m 8,41 m 2,90 x 0,60 x 1,38 m 2.090 Kg  

URW 506 16,00 m 3.0t x 3,4 m   15,52 m 4,87 x 1,40 x 2,04 m 4.990 Kg  

MRT4 Dual Circuit  320 Kg Clad King Dual Circuit 320 Kg 

The practical GEDA modular 
construction system offers vari-
ous ways of combining the dif-
ferent components and so a 
multitude of different kinds of 
hoists for people and materials. 

Industrial Accessô mobile access tower systems are lightweight, high strength 
tower systems, designed for fast easy assembly without tools. A versatile, low 
maintenance solution to constructing everything from simple freestanding tow-
ers to more complex staging systems. 

Our mini cranes have the flexibility and capabilities to assist in a 
huge variety of lifting situations from internal lifting through to wa-
terway and railway track maintenance. 



Rough Terrain 4x4x4 Telescopic Material Handlers Fix & Roto 

Model 
     

2505 5,60 m 2.500 Kg 3,65 x 1,80 x 1,90 m 4.920 Kg  

4013PS 13,00 m 4.000 Kg 6,00 x 2,38 x 2,45 m 11.800 Kg  

4017PS* 16,70 m 4.000 Kg 6,09 x 2,38 x 2,52 m 12.098 Kg  

Roto MRT 1850* 17,90 m 4.999 Kg 6,06 x 2,43 x 3,05 m 15.350 Kg  

Roto MRT 2150* 20,60 m 4.999 Kg 6,78 x 2,43 x 3,05 m 16.095 Kg  

Industrial Electric / Diesel & Rough Terrain 4x4 Forklifts 
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* aerial working platforms, hook, bucket, truss boom, winch 3 t 

Model 
      

TCM FB 20 5,20 m 2.000 Kg 3,33 x 1,15 x 1,99 m 3.470 Kg  Electric 

TCM FB 25 5,50 m 2.500 Kg 3,35 x 1,15 x 2,20 m  3.850 Kg  Electric 

Mitsubishi FD 35 3,30 m 3.500 Kg 3,08 x 1,41 x 3,30 m 5.300 Kg  Diesel 

Mitsubishi FD 70 4,00 m 7.000 Kg 4,90 x 2,20 x 2,72 m 9.500 Kg  Diesel 

H16 D 4x4 3,50 m 1.600 Kg 3,67 x 1,17 x 1,89 m 2.480 Kg  Diesel 

H20DL 4x4* 3,70 m 2.000 Kg Diesel 3,95 x 1,47 x 2.00 m 3.900 Kg  

H25DA 4x4 * 4,70 m 2.500 Kg Diesel 4,27 x 1,58 x 2,15 m 4.480 Kg  

H40DA 4x4* 4,70 m 4.000 Kg Diesel 4,64 x 1,75 x 2,16 m 6.029 Kg  

H60DA 4x4* 4,70 m 6.000 Kg Diesel 5,06 x 1,96 x 2,47 m 7.715 Kg  

H70DA 4x4* 4,70 m 7.000 Kg Diesel 5,23 x 1,96 x 2,47 m 7.800 Kg  

* closed &heated cabin 



VTrust 
VFlexibility 
VProfessional services 
VSafety  & Quality 
V200 access and lifting  equipments                           
available for rent  
VModern reliable equipments, latest 
technology available  
VService  on site 24/7 
VLargest network of warehouses 
V24/7 Call Center  +40788NACELA 
VISO 9001 OHSAS 18001 Certifications 

Power Generators  
Portable Air Compressors & Pneumatic Hammers 

Self Priming Pumps 
Welding Generators 

Portable Lighting Towers 
Portable  High Pressure Power Washers Transportable Diesel Fuel Tanks ADR  Free 



Diesel Power Generators 

*   Automatic PMS  between multiple generators   
**  Trailer mounted with adjustable head hitch ball   

Model 
Curent-
Nominal 

(A) 

Power 
(kVA) 

Control 
Module 

Fuel Tank 
Capacity 

(l) 

Dimensions  
L x W x H (m) 

Weight  
Fuel Consumption 
100% Load (l/h) 

QAX 30 Dd** 43.3 30 Qc 1002 80 3,62 x 1,41 x 1,26 1016 Kg  7.06 

QAS 40 Kd** 59.3 40 Qc 1002 92 3,90 x 1,51 x 1,74 1500 Kg  8.76 

QAS 80 Pd 115.5 80 Qc 1002 571 2,85 x 1,10 x 1,62 2295 Kg  16.86 

QAS 100 Pd 144.3 100 Qc 1002 571 2,85 x 1,10 x 1,62  2320 Kg  21.86 

QAS 150 VOD 216.5 150 Qc 4002* 313 3,38 x 1,18 x 1,71 3395 Kg  31.55 

QAS 200 VOD 288.7 200 Qc 4001* 530 3,47 x 1,43 x 2,13 3740 Kg  41.17 

QAS 250 VOD 360.8 250 Qc 4001* 477 3,95 x 1,43 x 2,13  3860 Kg  50.23 

QAS 275 VOD 397 275 Qc 4002* 603 4,02 x 1,39 x 2,02 4296 Kg  60,30 

QAS 325 VOD 469 325 Qc 4002* 477 66,05 3,95 x 1,43 x 2,13 4384 Kg  

QAS 500 VOD 722 500 Qc 4002* 905 82.80 N/A N/A  
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Diesel Portable Air Compressors 

Model 
Actual free air 
delivery (m3/
min) &  (l/s) 

Normal effective  
working   pres-

sure (bar) 

Fuel Tank 
Capacity (l) 

Fuel Consumption 
100% Load (l/h) 

Dimensions  
L x W x H (m) 

Weight  

XAS 47 Kd 2.5 / 42 7 32 5.51 3.25 x 1.33 x 1.28 573  

XAS 67 Dd 3.7 / 62 7 80 6.86 3.50 x 1.42 x 1.36 903  

XAS 97 Dd 5.3 /89 7 80 9.42 3.50 x 1.42 x 1.36 914  

XAHS 107 Dd 5.6 / 93 12 117 13.49 4.36 x 1.68 x 1.47 1475  

XAS 137 Dd 7.6 / 127 7 117 13.49 4.36 x 1.68 x 1.47 1475  

XAHS 146 Dd 9.1 / 151 12 175 21,10  4,37 x 1,70 x 1,60  1825  

XAS 186 Dd 7.6 / 185 7 175 20.20 4,37 x 1,70 x 1,60  1825  

XAHS 186 Dd 10.5 /  175 12 175 23,90 4,37 x 1,70 x 1,60  1883  
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Model 
Tool shank  

(D x L ) 
Length 
(mm) 

Air             
Consumption 

(l/s) 

Impact 
frequency 
blows/min 

Weight  

TEX 09PS Breaker 2.5 / 42 7 32 5.51 573  

TEX 12PS Breaker 3.7 / 62 7 80 6.86 903  

TEX 33PE Hammer 5.3 /89 7 80 9.42 914  

TEX P60S Hammer 5.6 / 93 12 117 13.49 1475  

TEX P90S Hammer 7.6 / 127 7 117 13.49 1475  

TEX 220PS Hammer 9.1 / 151 12 175 21,10  1825  

Handheld Pneumatic Breakers  Hammers & Accessories 

Optional 

¶ Hoose real  

¶ Tool Box 

¶ Anti frost device 

¶ Spilage free frame 

¶ Lubricator 

¶ Safety cartrige 

¶ Non return valve 

¶ Spark arrester & inlet shut down 

¶ Hard Hat 



Diesel Self Priming Pumps 

Model 
Max. Capacity 

(M3 /h) 
Closed 

Head (m)  

Solid  
Handling 

(mm) 

Capacity 
fuel tank 

(l) 

Fuel Consumption 
100% Load (l/h) 

Dimensions  
L x W x H (m) 

Weight  

CD103 M * 
190  @ 20 m 

head 
35  75 168 5.41 3.50 x 1.57 x 2.10 1097  

CD150M 
350 @ 10 m 

head  
25 65 168 4.99 1.60 x 1.10 x 1.44 1097  

CD160M 
400 @ 45 m 

head 
65 75 255 11.88 2.60 x 1.30 x 1.75 2058  
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The Godwin DryðPrime pump has proven it self as the pump of choice for all sorts of temporary and permanent  applications. Rugged and reliable, 
the DryðPrime out ï performs the competition at every turn with features such as automatic self priming to 8,5 meters, dryðrunning capabilities, sol-
ids handling and high discharge heads. 

*Trailer mounted 



Welding Generators 

Model DC Welding 

Max 
welding 

rod 
(mm) 

AC Generator Fuel 

Fuel Con-
sumption 

100% Load 
(l/h) 

Dimensions  
L x W x H (m) 

Weight  
Capacity 
Fuel tank 

(l) 

MPM 8/270 
I-EL/H 

Duty Cycle @ 35% - 270A - 31V 
Duty Cycle @ 60% - 250A - 30V 
Step less control  15A õ270A 

6 
3PH8kVA- 400 V 
1PH6kVA ï230V 

petrol 
@75% - 

4,8l/h 
1,08 x 0.53 x 0.71 Dry 250  37.5 

MPM 8/300 
SS-K 

Duty Cycle @ 35% - 300A - 32V 
Duty Cycle @ 60% - 270A - 31V 
Step less control  30A õ300A 

6 
3PH8kVA- 400 V 
1PH7kVA ï230V 
1PH 5kVA - 48V 

diesel 
@75% - 

2,9l/h 
1.39 x 0.65 x 1.05 Dry 435  48 

MPM16/400 
SS-P 

Duty Cycle @ 60% - 400A - 36V 
Duty Cycle @ 60% - 350A - 34V 
Step less control  30A õ400A 

8 
3PH16kVA- 400 V 
1PH10kVA ï230V 
1PH 5kVA - 48V 

diesel 
@75% - 

4,0l/h 
1.83 x 0.69 x 1.23 Dry 730  56 
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Lighting Towers 

Model 
Maximum 

Height  
(m) 

Floodlights Iluminated areas 
Capacity 
fuel tank 

(l) 

Dimensions  
L x W x H (m) 

Weight  

VT1 9m JM 9 4 x 1000W metal halide 20 Lux/ 3800 mp Diesel 3.40 x 1.55 x 2.33 1115  

THE MPM RANGE 
The Gen Setôs Multipurpose Engine 
Driven Welders range (MPM has 
been designed to meet require-
ments of customers needing highly 
professional welding equipment . 

Standard accessories: 

¶ Welding cable set 

¶ Remote control kit with 20 m 

cable 
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High Pressure Power Washers 

Diesel Fuel Tanks 

Model 
Pressure 

(bar) 
Flow 

Water 
Tank  

(l) 

Fuel Consumption 
100% Load (l/h) 

Dimensions  
L x W x H (m) 

Weight  Fuel 
Fuel 
Tank 

(l) 

BBW30KPE 207 15 LPM 940 2.66 3.45 x 1.60 x 1.40 485  Petrol 6.1 

BBW50KPI + ES 345 13.2 LPM 940 4.00 3.45 x 1.60 x 1.40 502  Petrol 5.9 

Model 
Capacity  

(l) 
Dimensions  

L x W x H (m) 
Weight 
Loaded 

 

10TCG* 950 1.15 x 1.15 x 1.32 1377  

20TCG 2000 2.30 x 1.15 x 1.32 2665  

30TCG 3000 2.30 x 1.15 x 1.32 3692  

50TCG 5000 2,30 x 2,30 x 1,32 5550  

 

ADR FREE !  

Do you know  how much you have to 
pay  for  not  cleaning the mud from 
the  trucks  who are  leaving  your 
sites ? 
Forget about that !  RENT TODAY  
the Mobile Brendon Power Washer 
BBW30KPE from Industrial Access.  


